
SSV-F 1 - 3 - 6 - 10 - 15

50Hz

VERTICAL MULTISTAGE PUMPS



TABLE OF HYDRAULIC PERFORMANCES AT 50Hz

PUMP 
TYPE

RATED 
POWER

H1
Q = DELIVERY

l/min 0 8,3 16,7 25,0 33,3 42 50,0 58,3 67 75,0

m³/h 0 0,5 1 1,5 2 2,5 3 3,5 4 4,5
kW HP Bar H = TOTAL HEAD METERS COLUMN OF WATER

SSV-F 1/7 0,37 0,5 20 48 45 41,5 36,5 30 22
SSV-F 1/11 0,55 0,75 20 74,5 69,5 64 56,5 46,5 34
SSV-F 1/15 0,75 1 20 102,5 96 88 78 64 47
SSV-F 1/22 1,1 1,5 20 150,5 141,5 130 115 95 69,5
SSV-F 1/25 1,5 2 20 174 164 151,5 134,5 112 83,5
SSV-F 1/30 1,5 2 20 206,5 194,5 179 158 131 96,5

SSV-F 1/37 2,2 3 20 258 244 225,5 200,5 167,5 125
SSV-F 3/7 0,75 1 20 52,5 50,5 48,5 46 43 38,5 33 26,5 19
SSV-F 3/10 1,1 1,5 20 75 72,5 70 66,5 61,5 55,5 48 38,5 27,5
SSV-F 3/13 1,1 1,5 20 96,5 93 89 84,5 78 70 60 47,5 33,5
SSV-F 3/17 1,5 2 20 127 122,5 118 111,5 103,5 93 80 64 45,5
SSV-F 3/21 2,2 3 20 158,5 153,5 148 140,5 130,5 118 102 83 60

SSV-F 3/25 2,2 3 20 187,5 181 174,5 165,5 153,5 138 119 96 68,5
SSV-F 3/33 3 4 20 249,5 242 234 222 206,5 187 162 131,5 95,5

PUMP 
TYPE

RATED 
POWER

H1
Q = DELIVERY

l/min 0 8,3 16,7 25,0 33,3 42 50,0 58,3 67 75,0 83,3 90 100,0 116,7 133 150,0 166,7 183 233,3

m³/h 0 0,5 1 1,5 2 2,5 3 3,5 4 4,5 5 5,4 6 7 8 9 10 11 14
kW HP Bar H = TOTAL HEAD METERS COLUMN OF WATER

SSV-F 6/6 0,75 1 20 44,5 43,5 43 42 41 39,5 37,5 36 34 32,5 30,5 28 22
SSV-F 6/9 1,1 1,5 20 67 65,5 65 63,5 61,5 59 56,5 54 51,5 48,5 46 42,5 33,5

SSV-F 6/13 1,5 2 20 97 95 94 92 89 86 82 78,5 74,5 70,5 67 61,5 48,5
SSV-F 6/19 2,2 3 20 142 139,5 138 135,5 131,5 126,5 121,5 115,5 110 104 99 91 72
SSV-F 6/25 3 4 20 189 188 184,5 180,5 175,5 170 164 157,5 150,5 142,5 135,5 123,5 98,5
SSV-F 6/33 4 5,5 20 251,5 250,5 246,5 241 234,5 227 219,5 211 201,5 191 182 166 133,5
SSV-F 6/36 5,5 7,5 20 275 274 270 264 257,5 249,5 241,5 232,5 222,5 211,5 201,5 184 148,5
SSV-F 10/5 1,5 2 20 50,5 49,5 49 48,5 48 47 46,5 45,5 43,5 41,5 39,5 37 33,5 21,5

SSV-F 10/7 2,2 3 20 70,5 70 69 68,5 67,5 66,5 66 64,5 62 59,5 56 52,5 48 31
SSV-F 10/9 3 4 20 91,5 91 90,5 89,5 88,5 87,5 86 84,5 81,5 78 74 69,5 64 42
SSV-F 10/11 4 5,5 20 113 112,5 111,5 111 109,5 108 107 105 101,5 97,5 92,5 87 80,5 53,5
SSV-F 10/13 4 5,5 20 133 132 131 130 128,5 127 125,5 123 118,5 113,5 108 101 93,5 61,5
SSV-F 10/17 5,5 7,5 20 173,5 172,5 171,5 169,5 168 165,5 163,5 160,5 155 148,5 141 132,5 122 80,5
SSV-F 10/23 7,5 10 20 235,5 234 232,5 230,5 228 225 222,5 218,5 211 202 192 180,5 166,5 110
SSV-F 10/24 11 15 20 248 248,5 247 245,5 243 240,5 238 234 227 218 208 196 182 122,5

PUMP 
TYPE

RATED 
POWER

H1
Q = DELIVERY

l/min 0 25 33 42 50 58 67 75 83 90 100 117 133 167 200 233 266 300 333 367 400 433,5 466,5

m³/h 0 1.5 2 2.5 3 3.5 4 4.5 5 5.4 6 7 8 10 12 14 16 18 20 22 24 26 28
kW HP Bar H = TOTAL HEAD METERS COLUMN OF WATER

SSV-F 15/3 3 4 20 43,5 39 38 36,5 34,5 32,5 29,5 26 21,5 17
SSV-F 15/5 4 5,5 20 72,5 65,5 63,5 60,5 57,5 54,5 49,5 43 36 28,5

SSV-F 15/7 5,5 7,5 20 102 92 89 86 82 77,5 70,5 62 52,5 41,5
SSV-F 15/9 7,5 10 20 131,5 119 115,5 111 106 100,5 92 81 69 54,5
SSV-F 15/12 11 15 20 176,5 161 156,5 151 144,5 137,5 126,5 112 96 77
SSV-F 15/14 11 15 20 205,5 187,5 182 175,5 168 159 146 129 110,5 88
SSV-F 15/17 15 20 20 249,5 227,5 220,5 213 203,5 193 177,5 156,5 134 107



MATERIAL IN CONTACT WITH THE LIQUID

Pos. PARTS DESCRIPTIONS MATERIAL

Type

I version N version

ASTM/AISI DIN / EN ASTM/AISI DIN / EN

10.00 Pump casing Stainless Steel CF 8 / AISI 304 1.4308 CF 8M / AISI 316 1.4408

10.02 Filling and draining plug Stainless Steel AISI 304 1.4301 AISI 316 1.4401

10.06 Upper fl ange Stainless Steel AISI 304 1.4301 AISI 316 1.4401

20.00 Outer Case Stainless Steel AISI 304 1.4301 AISI 316 1.4401

20.01 Mechanical seal housing Stainless Steel AISI 304  1.4301 AISI 316 1.4401

20.05 Filling plugs Stainless Steel AISI 304 1.4301 AISI 316 1.4401

30.00 Pump shaft Stainless Steel AISI 304 1.4301 AISI 316 1.4401

30.01 Kit Mechanical seal Silicon Carbide SiC, Graphite, EPDM, Stainless Steel - - - -

30.02 Mechanical seal fastening kit Stainless Steel AISI 304 1.4301 AISI 316 1.4401

30.03 Kit O-rings EPDM - - - -

40.00 Stage housing and diffuser Stainless Steel AISI 304 1.4301 AISI 316 1.4401

40.01 Stage Centering outlet Stainless Steel AISI 304 1.4301 AISI 316 1.4401

40.02 Floating neck ring PPS - - - -

40.03 Initial stage housing Stainless Steel AISI 304 1.4301 AISI 316 1.4401

40.04 Last Stage with diffuser Stainless Steel AISI 304 1.4301 AISI 316 1.4401

40.05 Stage Centering inlet Stainless Steel AISI 304 1.4301 AISI 316 1.4401

40.06 Stage housing and diffuser with bearing Stainless Steel / Tungsten Carbide AISI 304 1.4301 AISI 316 1.4401

50.00 Impeller Stainless Steel AISI 304 1.4301 AISI 316 1.4401

50.01 Impeller spacer Stainless Steel AISI 304 1.4301 AISI 316 1.4401

50.02 Intermediary sleeve Tungsten Carbide - - - -

50.03 Intermediary sleeve spacer Stainless Steel AISI 304 1.4301 AISI 316 1.4401



Mechanical seal specifi cations
(in accordance with EN 12756)
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Standard version

Model Type

Position

TemperatureA B C D

Stationary part Rotating part Other components Elastomers

E1 B Q G E Graphite Silicon carbide AISI 316 EPDM -30°C +120°C

Available on request

Model Type

Position

Temperature (°C)A B C D

Stationary part Rotating part Other components Elastomers

E2 Q Q G E Silicon carbide Silicon carbide AISI 316 EPDM -10°C +120°C

V3 Q Q G V Silicon carbide Silicon carbide AISI 316 FKM -10°C +120°C

V4 B Q G V Graphite Silicon carbide AISI 316 FKM -10°C +120°C

E5 U U G E Tungsten carbide Tungsten carbide AISI 316 EPDM -10°C +120°C

Type Material

B Graphite

E EPDM

G AISI 316

Q Silicon carbide

V FKM

U Tungsten carbide

Type U Type B



The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B
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Performance curves 50Hz
MEI ≥ 0,70

SSV-F 1
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

Performance curves 50Hz



F version
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Pump
Model

Motor Dimensions (mm) Weight (kg)
L1 L2 L3 L4 L5 M D1 D2

Pump
Electric
PumpkW Dim F 1-PHASE 3-PHASE T V C 1-PHASE 3-PHASE 1-PHASE 3-PHASE

1/7 0,37 71 425 215 215 400 400 400 129 112 142 142 170 17 22,8
1/11 0,55 71 515 215 215 490 490 490 129 112 142 142 170 19 25,2
1/15 0,75 80 605 232 232 580 580 580 150 129 160 160 170 21 30,5
Ç1/22 1,1 80 762,5 232 232 737,5 737,5 737,5 150 129 160 160 170 24 35,1
1/25 1,5 90 840 267 267 - 815 815 160 138 180 180 170 26 40
1/30 1,5 90 952,5 267 267 - 927,5 927,5 160 138 180 180 170 28,5 42,5
1/37 2,2 90 1110 267 267 - 1085 1085 160 138 180 180 170 31,5 47,5

Technical data 50Hz

V version Connections with rapid fi ttings type “Victaulic”:
  the pump is supplied without the collars (Optional accessories).

C version Connections with round fi ttings type Clamp-FlexiClamp: 
 the pump is supplied without collars (Optional accessories).

T version Oval fl anges on body type PN16: the pump is supplied without threaded 
oval counter fl anges (Optional accessories, including bolts and joints).

Available from EV1/2 to EV1/23

F version Round fl anges on body type PN25: the pump is supplied without counterfl anges 
 (Optional accessories, including bolts and joints).

SSV-F 1
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

Performance curves 50Hz
SSV-F 3
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

Performance curves 50Hz
SSV-F 3
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Pump
Model

Motor
Dimensions (mm) Weight (kg)

L1 L2 L3 L4 L5 M D1 D2
Pump

Electric
PumpkW Dim F 1-PHASE 3-PHASE T V C 1-PHASE 3-PHASE 1-PHASE 3-PHASE

3/7 0,75 80 425 232 232 400 400 400 150 129 160 160 170 17 26,5
3/10 1,1 80 492,5 232 232 467,5 467,5 467,5 150 129 160 160 170 18,5 29,6
3/13 1,1 80 560 232 232 535 535 535 150 129 160 160 170 20 31,1
3/17 1,5 90 660 267 267 635 635 635 160 138 180 180 170 22,5 36,5
3/21 2,2 90 750 267 267 725 725 725 160 138 180 180 170 24 40
3/25 2,2 90 840 267 267 - 815 815 160 138 180 180 170 26 42
3/33 3 100 1030 - 290 - 1005 1005 - 138 - 180 170 30,5 48,5

Available from EV3/2 to EV3/21

Technical data 50Hz

V version Connections with rapid fi ttings type “Victaulic”:
  the pump is supplied without the collars (Optional accessories).

C version Connections with round fi ttings type Clamp-FlexiClamp: 
 the pump is supplied without collars (Optional accessories).

T version Oval fl anges on body type PN16: the pump is supplied without threaded 
oval counter fl anges (Optional accessories, including bolts and joints).

F version Round fl anges on body type PN25: the pump is supplied without counterfl anges 
 (Optional accessories, including bolts and joints).

SSV-F 3
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

Performance curves 50Hz
SSV-F 6
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Performance curves 50Hz
SSV-F 6
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Technical data 50Hz

Pump
Model

Motor Dimensions (mm) Weight (kg)
L1 L2 L3 L4 L5 M D1 D2

Pump
Electric
PumpkW Dim F 1-PHASE 3-PHASE T V C 1-PHASE 3-PHASE 1-PHASE 3-PHASE

6/6 0,75 80 423,5 232 232 398,5 398,5 398,5 150 129 160 160 170 17,5 27
6/9 1,1 80 501,5 232 232 476,5 476,5 476,5 150 129 160 160 170 19 30,1
6/13 1,5 90 615,5 267 267 590,5 590,5 590,5 160 138 180 180 170 21,5 35,5
6/19 2,2 90 771,5 267 267 746,5 746,5 746,5 160 138 180 180 170 24,5 40,5
6/25 3 100 937,5 - 290 - 912,5 912,5 - 138 - 180 170 28,5 46,5
6/33 4 112 1145,5 - 306 - 1120,5 1120,5 - 145 - 196 170 32,5 59
6/36 5,5 132 - - 328 - 1374 - - 160 - 225 300 53,5 87,1

V version Connections with rapid fi ttings type “Victaulic”:
  the pump is supplied without the collars (Optional accessories).

C version Connections with round fi ttings type Clamp-FlexiClamp: 
 the pump is supplied without collars (Optional accessories).

T version Oval fl anges on body type PN16: the pump is supplied without threaded 
oval counter fl anges (Optional accessories, including bolts and joints).

F version Round fl anges on body type PN25: the pump is supplied without counterfl anges 
 (Optional accessories, including bolts and joints).

Available from EV6/2 to EV6/21

SSV-F 6
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

Performance curves 50Hz
SSV-F 10
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Performance curves 50Hz
SSV-F 10
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Technical data 50Hz

Pump
Model

Motor Dimensions (mm) Weight (kg)
L1 L2 L3 L4 L5 M D1 D2

Pump
Electric
PumpkW Dim F 1-PHASE 3-PHASE T V C 1-PHASE 3-PHASE 1-PHASE 3-PHASE

10/5 1,5 90 447,5 267 267 447,5 447,5 447,5 160 138 180 180 170 20 34
10/7 2,2 90 507,5 267 267 507,5 507,5 507,5 160 138 180 180 170 21 37
10/9 3 100 577,5 - 290 577,5 577,5 577,5 - 138 - 180 170 23 41
10/11 4 112 637,5 - 306 637,5 637,5 637,5 - 145 - 196 170 24,5 51
10/13 4 112 697,5 - 306 697,5 697,5 697,5 - 145 - 196 170 26 52,5
10/17 5,5 132 993 - 328 - 993 993 - 161 - 225 300 48 81,6
10/23 7,5 132 1173 - 350 - 1173 1173 - 161 - 225 300 52 88
10/24 11 160 1223 - 425 - 1223 1223 - 198 - 248 350 55 114

V version Connections with rapid fi ttings type “Victaulic”:
  the pump is supplied without the collars (Optional accessories).

C version Connections with round fi ttings type Clamp-FlexiClamp: 
 the pump is supplied without collars (Optional accessories).

T version Oval fl anges on body type PN16: the pump is supplied without threaded 
oval counter fl anges (Optional accessories, including bolts and joints).

Available from EV10/2 to EV10/15

F version Round fl anges on body type PN25: the pump is supplied without counterfl anges 
 (Optional accessories, including bolts and joints).

SSV-F 10



Ef
fic

ie
nc

y
To

ta
l H

ea
d

ft

ft

N
PS

H

0
1
2
3
4
5
6

0 4 8 12 16 20 24 28

0

20

40

60

80

100

120

140

160

180

200

220

240

260

0

50

100

150

200

250

300

350

400

450

500

550

600

650

700

750

800

850

0 4 8 12 16 20 24 28

16
18

12
8
4

0

0 100 200 300 400

20
30
40
50
60
70
80

Capacity

4 8 12 16 20 24 28

0

0

100 200 300 400

0 20 40 60 80 100 120

15/3

15/5

15/7

15/9

15/12

15/14

15/17

MEI ≥ 0,70

The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

Performance curves 50Hz
SSV-F 15
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V version Connections with rapid fi ttings type “Victaulic”:
  the pump is supplied without the collars (Optional accessories).

Technical data 50Hz

Pump
Model

Motor Dimensions (mm) Weight (kg)
L1 L2 L3 L4 L5 M D1 D2

Pump
Electric
PumpkW Dim F 1-PHASE 3-PHASE T V C 1-PHASE 3-PHASE 1-PHASE 3-PHASE

15/3 3 100 473 - 267 473 473 473 - 138 - 180 170 27 45,7
15/5 4 112 569 - 306 569 569 569 - 145 - 196 170 30 52,8
15/7 5,5 132 852 - 328 852 852 852 - 161 - 225 300 53 87
15/9 7,5 132 948 - 350 948 948 948 - 161 - 225 300 56 92
15/12 11 160 1112 - 425 - 1112 1112 - 198 - 248 350 63 121
15/14 11 160 1208 - 425 - 1208 1208 - 198 - 248 350 66 124
15/17 15 160 1352 - 476 - 1352 1352 - 198 - 248 350 70 134

C version Connections with round fi ttings type Clamp-FlexiClamp: 
 the pump is supplied without collars (Optional accessories).

T version Oval fl anges on body type PN16: the pump is supplied without threaded 
oval counter fl anges (Optional accessories, including bolts and joints).

F version Round fl anges on body type PN25: the pump is supplied without counterfl anges 
 (Optional accessories, including bolts and joints).

Available from EV15/1 to EV15/10

SSV-F 15


